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Trade Size Article-No. Working 
Load Limit

[t]

Dimensions
[mm]

Weight
app.
[kgs]l d h b a t

10-8 F08811  1,60 405,5 13 14,5 30 95 60 1,70

10-8 F08812   1,60  675,5 13 14,5 30 95 60 2,30

10-8 F088455            1,60 703 13 14,5 30 95 60 1,84

10-8 F088444            1,60 1003 13 14,5 30 95 60 2,50

10-8 F08844             1,60 1663 13 14,5 30 95 60 3,96

10-8 F088021            2,30 703 13 14,5 30 95 60 1,94

10-8 F088445            2,30 1003 13 14,5 30 95 60 2,60

10-8 F088446            2,30 1663 13 14,5 30 95 60 4,06

Trade Size Article-No. Working 
Load Limit

[t]

Dimensions
[mm]

Weight
app.
[kgs]l h a

10-8 F088447  1,60 716 14,5 95 1,90

10-8 F088292  1,60 1016 14,5 95 2,57

10-8 F088448  1,60 1676 14,5 95 4,02

10-8 F088449  2,30 716 14,5 95 2,00

10-8 F088291  2,30 1016 14,5 95 2,67

10-8 F088443  2,30 1676 14,5 95 4,12

Trade Size Article-No. Working 
Load Limit

[t]

Dimensions
[mm]

Weight
app.
[kgs]l h a

10-8 F088451  1,60 703 14,5 95 1,77

10-8 F088293  1,60 1003 14,5 95 2,43

10-8 F088454  1,60 1663 14,5 95 3,87

10-8 F088452  2,30 703 14,5 95 1,87

10-8 F088294  2,30 1003 14,5 95 2,53

10-8 F088453  2,30 1663 14,5 95 3,99
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Toggle Chains

Toggle Chains BKK
Grade 80 toggle chains TWN 0894/1 are used in the construction industry primarily for transporting, 
handling, and installing sheet pile profiles. Construction: BKK (B-link - chain - toggle) 
Manufacturing and testing requirements are based on the DIN EN 818-4.

Toggle Chains KK
Grade 80 toggle chains TWN 0894/3 are used in the construction industry primarily for transporting, 
handling, and installing sheet pile profiles. Construction: KK (Chain - toggle) 
Manufacturing and testing requirements are based on the DIN EN 818-4.

Toggle Chains KKK
Grade 80 toggle chains TWN 0894/2 are used in the construction industry primarily for transporting, 
handling, and installing sheet pile profiles. Construction: KKK (Toggle - chain - toggle) 
Manufacturing and testing requirements are based on the DIN EN 818-4.

TWN 0894/1

TWN 0894/2

TWN 0894/3

a

h

l

b
d

t

THIELE

a

h

l

THIELE

a

h

l

THIELE

THIELE

TA8
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Trade Size Article-No. Lashing Capacity (LC)
under straight load

[daN]

Weight
app.
[kgs]

8-8 F34171 4.000 8,50

10-8 F34172 6.300 12,50

13-8 F34173 10.000 21,00

16-8 F34174 16.000 37,70

Trade Size Article-No. Lashing Capacity (LC)
under straight load

[daN]

Weight
app.
[kgs]

8-8 F34171R 4.000 8,50

10-8 F34172R 6.300 12,50

13-8 F34173R 10.000 21,00
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Lashing Chains with Toggle Tensioner LH
The grade 80 lashing chains with toggle tensioner and shortenable lashing chains TWN 1400 have a stan-
dard length of 3,5 m and are used for heavy-duty lashing applications. The chain tensioners with toggle and 
trapezoidal thread achieve a high pretensioning force with little force impact. This property is of fundamental 
importance when lashing down, as the level of the pretensioning force contributes to load securing. 
The manufacturing and testing requirements are based on the DIN EN 12195-3. 

Lashing Chains with Ratchet Tensioners LH
The grade 80 lashing chains  with ratchet tensioner and shortenable lashing chains TWN 1401 have a stan-
dard length of 3,5 m and are used in the heavy-duty area for lashing loads in road traffic. The chain tensioners 
with ratchet and trapezoidal thread achieve a high pretensioning force with little force impact. This property 
is of fundamental importance when lashing down, as the level of the pretensioning force contributes to load 
securing. The manufacturing and testing requirements are based on the DIN EN 12195-3. 

Lashing Chains

Other lengths available on request.

Other lengths available on request.

TWN 1400

TWN 1401
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Trade Size Article-No. Packing Units Weight
app.
[kgs]

6-8 F48694 1 set 0,01

8-8 F48352 1 set 0,01

10-8 F48355 1 set 0,03

13-8 F48358 1 set 0,07

16-8 F48361 1 set 0,11

18-8 F48364 1 set 0,20

20-8 F48369 1 set 0,26

22-8 F48367 1 set 0,31

26-8 F48373 1 set 0,50

32-8 F48371 1 set 0,91

Trade Size Article-No. Packing Units Weight
app.
[kgs]

10-8 F48036 1 set 0,07

13-8 F48039 1 set 0,14

16-8 F48042 1 set 0,25

18/20-8 F48045 1 set 0,44

22-8 F48048 1 set 0,78

26-8 F48051 1 set 1,05

28-8 F48054 1 set 1,60

32-8 F48057 1 set 2,02

36-8 F48060 1 set 2,60

40-8 F48063 1 set 3,89
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Spare Part Sets for Clevis Design
The spare part sets TWN 0904/0 consist of a bolt and dowel pin and are suitable for THIELE products with 
the grade 80 fixed size clevis design.

Spare Part Sets for Shackles
The spare part sets TWN 0905 / 0906 consist of a bolt and 2 dowel pins and are suitable for grade 80 coupling 
shackles TWN 0861 and bolt shackles TWN 0870.

Spare Parts and Accessoires

TWN 0904/0

TWN 0905 / 0906

TA8
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Trade Size Article-No. Packing Units Weight
app.
[kgs]

0,75 t F48421 1 set 0,01

6-8       F48420 1 set 0,02

8-8       F48423 1 set 0,03

10-8      F48426 1 set 0,04

13-8      F48429 1 set 0,11

16-8      F48469 1 set 0,19

36-8      Z06163 1 set 0,80

40-8      Z06164 1 set 1,00

45-8      Z06165 1 set 1,40

50-8      Z06166 1 set 1,90

Trade Size Article-No. Packing Units Weight
app.
[kgs]

10-8 F30451 1 set 0,13

13-8 F30461 1 set 0,25

16-8 F30471 1 set 0,36

18/20-8 F30481 1 set 0,97

22-8 F30491 1 set 1,31

26-8 F30501 1 set 1,99

28-8 F30511 1 set 2,89

32-8 F30521 1 set 3,12

36-8 F30531 1 set 4,48

40-8 F30541 1 set 6,65

45-8 F30551 1 set 8,20

Article-No.
Single-leg

Article-No.
Multi-leg

Diameter

[mm]

Weight
app.
[kgs]

F080401) F080441) 70 0,11

F080422) F080462) 70 0,11
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Spare Part Sets for Sling Hooks
The spare part sets TWN 0920 - 0922 consist of a safety latch, spring and a semi-tubular rivet and are suitable 
for grade 80 swivel hooks TWN 0854 and eye sling hooks TWN 0855/1.

Identification Tags for single- and multi-leg Chain Slings
The grade 80 identification tags TWN 0940 are used to identify chain slings and provide important informa-
tion for the operator. Chain slings may not be used without an identification tag.

Spare Part Sets for Shackles
The spare part sets TWN 0930 consist of a head bolt, nut and splint and are suitable for grade 80 chain cou-
pling shackles TWN 0862 and shackles type C TWN 0871.

Spare Parts and Accessoires

1) without welded ring
2) with welded ring

TWN 0920 - 0922

TWN 0930

TWN 0940
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Article-No. Packing Units Weight
app.
[kgs]

Z04575 1 pc. 0,01

Article-No. Packing Units Weight
app.
[kgs]

Z03303 1 set 0,60

Article-No. Packing Units Weight
app.
[kgs]

F48856 1 set 0,20

Trade Size Article-No. Packing Units Weight
app.
[kgs]

8-8 F48330 1 set 0,01

10-8 F48328 1 set 0,02

13-8 F48329 1 set 0,03

16-8 F48339 1 set 0,05

20-8 F48345 1 set 0,10
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Chain File
The chain file TWN 0944 is used for the documentation of carried out chain inspections.

Chain Gauge Set
The chain gauge set TWN 0946 is used to check the discard criteria of grade 80 chains.

Assembly Kit
The assembly kit TWN 0945 is used for easy disassembly of bolts and dowel pins of clevis connections.

Spare Parts and Accessoires

Spare Part Sets for Shortening Hooks
The spare part sets TWN 0950 - 0952 consist of a locking pin, spring and knurled nut and are suitable for 
grade 80 shortening hooks TWN 0827/1.

TWN 0944

TWN 0945

TWN 0946

TWN 0950 - 0952

TA8



90       |

Trade Size Article-No. Packing Units Weight
app.
[kgs]

6-8       F333700 1 set 0,01

8-8       F333711 1 set 0,02

10-8      F333721 1 set 0,03

13-8      F333730 1 set 0,06

16-8      F333741 1 set 0,17

18/20-8   F0922057 1 set 0,28

Trade Size Article-No. Packing Units Weight
app.
[kgs]

6-8       F329090 1 set 0,02

8-8       F329190 1 set 0,03

10-8      F329290 1 set 0,04

13-8      F329390 1 set 0,06

16-8      F329490 1 set 0,11

18/20-8 | 22-8 F0922056 1 set 0,18

Trade Size Article-No. Packing Units Weight
app.
[kgs]

13-8 F480131 1 set 0,07

16-8 F480161 1 set 0,12
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Spare Part Sets for Self-Locking Hooks
The spare part sets TWN 0967/0 consist of a bolt and a dowel pin and are suitable for grade 80 clevis self-lo-
cking hooks TWN 0799.

Spare Parts and Accessoires

Spare Part Sets for Self-Locking Hooks
The trigger sets TWN 0967/1 consist of a retainer, spring and dowel pin and are suitable for grade 80 self-lo-
cking hooks TWN 0798 and TWN 0799.

NEWSpare Part Sets for Skip Suspension Hooks and Links
The spare part sets TWN 0968 consist of a bolt and a roll pin and are suitable for the clevis connections of 
skip suspension links TWN 0869 and the skip suspension hooks TWN 1399.

TWN 0967/0

TWN 0967/1

TWN 0968
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Trade Size Article-No. Packing Units Weight
app.
[kgs]

6-8 (G100 | G80) F483110 1 set 0,01

8-8 (G100 | G80) F483112 1 set 0,01
10-8 (G100 | G80) F483113 1 set 0,02
13-8 (G100 | G80) F483114 1 set 0,03

16-8 (G100 | G80) F483115 1 set 0,05

18-8 (G100 | G80) F483116 1 set 0,06

20-8 (G100 | G80) F483117 1 set 0,07

22-8 (G100 | G80) F483118 1 set 0,09

26-8 (G100 | G80) F483119 1 set 0,12

32-8 (G100 | G80) F483120 1 set 0,17

Trade Size Article-No. Packing Units Weight
app.
[kgs]

13-8/ 16-8 (G100 | G80) F314081 1 set 0,20

Trade Size Article-No. Packing Units Weight
app.
[kgs]

13-8/ 16-8 (G100 | G80) F48332 1 set 0,11
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NEW

NEW

Spare Part Sets for Skip Suspension Links
The spare part sets TWN 0969 consist of a forged safety latch, spring and dowel pins and are suitable for the 
skip suspension links TWN 0869 and TWN 1869.

Spare Parts and Accessoires

Spare Part Sets for Clevis Shortening Claws
The spare part sets TWN 0971 consist of a locking pin, threaded pin, spring and bearing and are suitable for 
the clevis shortening claws with safety pin TWN 0851/1 and TWN 1851/1.

Spare Part Sets for Skip Suspension Hooks
The spare part sets TWN 0970 consist of a retainer, spring and dowel pin and are suitable for skip suspension 
hooks TWN 1399 and 1899.

TWN 0969

TWN 0971

TWN 0970

TA8
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Article-No. Packing Units Weight
app.
[kgs]

Z07264 1 pc. 0,05

Trade Size Article-No. Packing Units Weight
app.
[kgs]

6-8       F48731 1 set 0,05
7/8-8       F48733 1 set 0,08
10-8      F48735 1 set 0,14

13-8      F48737 1 set 0,31
16-8      F48739 1 set 0,38

18/20-8      F48743 1 set 0,71
22-8    F48745 1 set 0,89

26-8      F48748 1 set 1,41
32-8      F48749 1 set 1,77

Trade Size Article-No. Packing Units Weight
app.
[kgs]

6-8 F48626 1 Satz 0,01

7-8 F48627 1 Satz 0,015

8-8 F48628 1 Satz 0,02

10-8 F486210 1 Satz 0,04

13-8 F486213 1 Satz 0,07

16-8 F486216 1 Satz 0,12

18-8 F486218 1 Satz 0,17

20-8 F486220 1 Satz 0,24

22-8 F486221 1 Satz 0,30

26-8 F486222 1 Satz 0,51

32-8 F486223 1 Satz 0,93

36-8 F486224 1 Satz 1,65

40-8 F486224 1 Satz 1,65
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Spare Part Sets for Hooks
The spare part sets TWN 1908/0 consist of a safety latch, spring and 2 dowel pins and are suitable for grade 
100 sling hooks TWN 1835/1, TWN 1840/1, TWN 1841/1 and also fit the grade 80 sling hooks TWN 0835/1, 
TWN 0850/1, TWN 1340/1 and TWN 0858/1.

Identification Tag for Lashing Chains
The identification tag TWN 1402 is used to identify lashing chains and provide important information for 
operation. Lashing chains may not be used without identification tag.

Spare Part Sets for THI-LOK® Connectors
The spare part sets TWN 1961 consist of a bolt and a clamping bush and are suitable for connecting links 
THI-LOK® TWN 1320.

Spare Parts and Accessoires

TWN 1402

TWN 1908/0

TWN 1961
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Key design as above +1 VK Shortening claw with safety pin (TWN 0851/1)

Key design as above +1 VE/VK Shortening device (TWN 0896)
plus Shortening claw with safety pin (TWN 0851/1)

Key design as above +1 VH Shortening hook (TWN 0827)

Key design as above +1 VE/VH Shortening device (TWN 0896)
plus Shortening hook (TWN 0827)

Key design as above +1 VHS Shortening hook with safety pin (TWN 0827/1)

Key design as above +1 VEA/VHS Shortening device (TWN 0896)
plus Shortening hook with safety pin (TWN 0827/1)

No. of shortenings (only 2 legs off)

Please always indicate the THIELE key design in case of order. 
Example (Picture in the middle): TA 2 A / 10-8 _ _ _ _ TWN 0856 (RAL 9005, RAL 3003)

Complement to THIELE key design for slings with shortening components: 

THIELE chain slings
No. of chain strands (1 ... 4)

Execution (master- or intermediate link)
Trade size – grade 
Type of assembly

THI-LOK® / Ring shackle / Connector
Use length in mm (rounded up)

TWN of bottom components
Surface finish of chain

Standard: black coloured (RAL 9005) Colour 
of components

Standard: red coloured (RAL 3003)

TA 2 A / 10-8 T 2000 TWN 1340/1 RAL 9005 RAL 3003

Mounted chain slings

THIELE Design Key

TA8
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Type K11 Type K22Type K12

TK 1 / 10-8 G 1000 TWN RAL 9005 RAL 3003

THIELE Design Key

Table of available components for mounted chain slings

Available fittings for standard sling chains

Master Link ... TWN 1313 Intermediate Link ... TWN 0795

Master Link for single leg w. Pin Coupling ... TWN 0820

Suspension Shackle for Skips ... TWN 0869

Chain Coupling Bolt Shackle ... TWN 0862 Special Chain Coupling Shackle ... TWN 0861

Special Coupling Shackle ... TWN 0897 Foundry or Container Hook with Pin Coupling ... TWN 0859

Foundry Hook Cont. or Cont. Eye Hook ... TWN 0856 Ringshackle ... TWN 0812

Bolt Shackle ... TWN 0871

Sling Hook w. Pin Coupl. and Safety Latch ... TWN 1340/1 Clevis Sling Hooks with Safety Latch ... TWN 0858/1

... TWN 0835/1

Self-locking Eye Hook ... TWN 0798 Self-locking clevis Hook ... TWN 0799

Special Chain Shackle ... TWN 0870 THI-LOK® ... TWN 1320

Shortening Hook with Pin Coupling ... TWN 0827  Swivel Hook with Latch ... TWN 0854

Shortening Hook w. Pin Coupling a. 
Safety Latch

... TWN 0827/1  Swivel ... TWN 0845

Endless Chains

THIELE - endless chain
Excecution 

1 – simple (K11)
2 – with throughout suspension link (K12)

3 – with built-in suspension link (K22)
Trade size – grade
Type of assembly

M - mounted / G - welded
Reach in mm (= 1/2 circumference)

TWN of components
Surface finish of chain

Standard: black coloured (RAL 9005)
Colour of components

Standard: red coloured (RAL 3003)

Please always indicate the THIELE key design in case of order.
Example: TK 1 / 10-8 G 1000 RAL 9005 (Endless chain Type K11 with black coloured chain)
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Type
Sling 
Chain

No. 
of loops

Execution Trade 
Size

Type
of As-

sembly

Reach

[mm]

Component

[TWN]

Surface Finish Plant Standard

[TWN]
Chain

[RAL-No.]
Components

[RAL-No.]
TA 1 A / _ _ -_ T _ _ _ _ _ 1313 _ _ _ _ _ _ _ _ 0449

TA 1 A / _ _ -_ T _ _ _ _ _ 1340/1 _ _ _ _ _ _ _ _ 0450/1

TA 1 A / _ _ -_ T _ _ _ _ _ 0854 _ _ _ _ _ _ _ _ 0454

TA 1 A / _ _ -_ T _ _ _ _ _ 0856 _ _ _ _ _ _ _ _ 0456

TA 1 A / _ _ -_ T _ _ _ _ _ 0870 _ _ _ _ _ _ _ _ 0458

TA 1 A / _ _ -_ T _ _ _ _ _ 0871 _ _ _ _ _ _ _ _ 0459

TA 1 A / _ _ -_ T _ _ _ _ _ 0859 _ _ _ _ _ _ _ _ 0460

TA 1 A / _ _ -_ T _ _ _ _ _ 0861 _ _ _ _ _ _ _ _ 0461

TA 1 A / _ _ -_ T _ _ _ _ _ 0862 _ _ _ _ _ _ _ _ 0462

TA 1 A / _ _ -_ T _ _ _ _ _ 0858/1 _ _ _ _ _ _ _ _ 0476/1

TA 2 A / _ _ -_ T _ _ _ _ _ 1313 _ _ _ _ _ _ _ _ 0529

TA 2 A / _ _ -_ T _ _ _ _ _ 0835/1 _ _ _ _ _ _ _ _ 0530/1

TA 2 A / _ _ -_ T _ _ _ _ _ 0854 _ _ _ _ _ _ _ _ 0534

TA 2 A / _ _ -_ T _ _ _ _ _ 0856 _ _ _ _ _ _ _ _ 0536

TA 2 A / _ _ -_ T _ _ _ _ _ 0858/1 _ _ _ _ _ _ _ _ 0566/1

TA 2 A / _ _ -_ T _ _ _ _ _ 0870 _ _ _ _ _ _ _ _ 0538

TA 2 A / _ _ -_ T _ _ _ _ _ 0871 _ _ _ _ _ _ _ _ 0539

TA 2 A / _ _ -_ T _ _ _ _ _ 0859 _ _ _ _ _ _ _ _ 0540

TA 2 A / _ _ -_ T _ _ _ _ _ 0861 _ _ _ _ _ _ _ _ 0541

TA 2 A / _ _ -_ T _ _ _ _ _ 0862 _ _ _ _ _ _ _ _ 0542

TK 1 1 / _ _ -_ M _ _ _ _ _ 1313 _ _ _ _ _ _ _ _ 0560

TA 2 A / _ _ -_ T _ _ _ _ _ 1320 _ _ _ _ _ _ _ _ 0563

TA 4 A / _ _ -_ T _ _ _ _ _ 1314 _ _ _ _ _ _ _ _ 0709

TA 4 A / _ _ -_ T _ _ _ _ _ 1340/1 _ _ _ _ _ _ _ _ 0710/1

TA 4 A / _ _ -_ T _ _ _ _ _ 0854 _ _ _ _ _ _ _ _ 0714

TA 4 A / _ _ -_ T _ _ _ _ _ 0856 _ _ _ _ _ _ _ _ 0716

TA 4 A / _ _ -_ T _ _ _ _ _ 0858/1 _ _ _ _ _ _ _ _ 0735/1

TA 4 A / _ _ -_ T _ _ _ _ _ 0870 _ _ _ _ _ _ _ _ 0718

TA 4 A / _ _ -_ T _ _ _ _ _ 0871 _ _ _ _ _ _ _ _ 0719

TA 4 A / _ _ -_ T _ _ _ _ _ 0859 _ _ _ _ _ _ _ _ 0720

TA 4 A / _ _ -_ T _ _ _ _ _ 0861 _ _ _ _ _ _ _ _ 0721

TA 4 A / _ _ -_ T _ _ _ _ _ 0862 _ _ _ _ _ _ _ _ 0722

TK 2 3 / _ _ -_ M _ _ _ _ _ 1313 _ _ _ _ _ _ _ _ 0731

TA 4 A / _ _ -_ T _ _ _ _ _ 1320 _ _ _ _ _ _ _ _ 0733
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Examples for the THIELE Design Key

TA8
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TWN 0449 TWN 0450/1 TWN 0455/1 TWN 0454

TWN 0456 TWN 0458 TWN 0459 TWN 0460

TWN 0461 TWN 0462 TWN 0473 TWN 0475

TWN 0477/1
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Examples for Chain Slings

1-leg Chain Slings
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TWN 0529 TWN 0530/1 TWN 0535/1 TWN 0534

TWN 0536 TWN 0538 TWN 0539 TWN 0540

TWN 0541 TWN 0542 TWN 0545 TWN 0560

TWN 0563 TWN 0567/1
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2-leg Chain Slings

Examples for Chain Slings

TA8
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TWN 0733 TWN 0736/1

TWN 0721 TWN 0722 TWN 0730 TWN 0731

TWN 0716 TWN 0718 TWN 0719 TWN 0720

TWN 0709 TWN 0710/1 TWN 0715/1 TWN 0714

TWN 0716 TWN 0718 TWN 0719 TWN 0720

TWN 0733 TWN 0736/1
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4-leg Chain Slings

Examples for Chain Slings


